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For more information on the D3O® Knuckle range, 
please contact your D3O Account Manager

D3O uses patented, patent-pending and proprietary 
technologies to make rate-sensitive, soft, flexible 
materials with high shock absorbing properties.

The D3O® Fitted Standard Knuckle is designed for discreet integration, 
ergonomic protection and increased durability. Passes EN 13594 Level 1 
(motorcycle) and EN 388 (industrial) glove standards. XT (SF005).
 
The D3O® Pre-curved Knuckle Protector uses high performing D3O® XT 
material for a soft, flexible and pre-curved fit that combines comfort with 
impact protection. Passes EN 13594 Level 2 (motorcycle) and EN 388 
(industrial) glove standards. ST (SF001).
 
The D3O® Pro Knuckle is pre-curved for a perfect fit. It features a smart 
skin TPU coating for enhanced durability. Passes EN 13594 Level 2 
(motorcycle) and EN 388 (industrial) glove standards. XT (SF005).
 
The D3O® KP4 has been engineered to provide discreet integration 
through a low profile, tapered and pre-curved design. Passes EN 13594 
Level 1 (motorcycle) and EN 388 (industrial) glove standards. XT (SF005).

 
PRODUCT FEATURES

• D3O® patented technology
• High performance impact protection
• Soft
• Flexible

D3O®  KNUCKLE RANGE D3O® KNUCKLE RANGE

PRE-CURVEDFITTED STANDARD

PROKP4

COATING AVAILABLE IN A CLEAR 
OR BLACK TPU ALLOWING 
EXTERNAL USE

STREAMLINED, LOW 
PROFILE PROTECTION

PAD INTEGRATION EXAMPLE

PIECE INTEGRATED 
INSIDE GLOVE

PRE-CURVED FOR 
ENHANCED FIT
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D3O® Knuckle Range - Product Details

FITTED STANDARD

KP4 

PRE-CURVED PRO

 
 

D3O®  KNUCKLE RANGE 

Product Name D3O® Fitted 
Standard Knuckle

D3O® Pre-curved
 Knuckle

D3O® Pro 
Knuckle D3O®  KP4 

Product Code 12211/
12210

12209/
12208

11449/
11450

11451/
11493

11494/
11495

12072/
12073

12074/
12075

12076/
12077

12070/
12071

12068/
12069

12066/
12067 13135 / 13136 13133 / 13134 12640 / 12641

Material Code SF005 SF001 SF005 / Black TPU SF005 / Clear TPU SF005

Size Small 
L&R

Medium 
L&R

Small 
L&R

Medium 
L&R

Large 
L&R

Small 
L&R

Medium 
L&R

Large 
L&R

Small 
L&R

Medium 
L&R

Large 
L&R

Small
L&R

Medium 
L&R

Large
L&R

Dimensions (mm) 86 x 43 93 x 47 103 x 59 109 x 65 119 x 69 92 x 44 104 x 50 113 x 53 92 x 44 104 x 50 113 x 53 87 x 45 93 x 49 99 x 53

Thickness (mm) 6 6 7 7 7 7 7 7 7 7 7 5 5 5

Weight (g) 5 6 11 12 15 9 12 14 9 12 14 11 12 14
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D3O® Knuckles - Tested to EN 13594 / EN 388
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Lower value represents 
better protection

Fitted Standard Pre-curved KP4Pro

EN 13594 / EN 388 Level 

EN 13594 Level 2 pass


